HALA

Partner for Contact:
Order No.:
Company:
Customer No.:



HALA N

Table of contents

HALA
Proiect Cover 1
2
771 2x1200 Favourite LED luminaire with P...
Luminaire Data Sheet 3
HALA ZA OBRADU METALA
Summary 4
Luminaires (coordinates list) 5
3D Rendering 7
False Colour Rendering 8
Room Surfaces
Workplane
Greyscale (E) 9
Value Chart (E) 10
-

Page 2



HALA

771 2x1200 Favourite LED luminaire with Philips Fortimo
Line HV4 2000Im/foot moduls with PMMA opal diffusor / Luminaire Data Sheet

See our luminaire catalog for an image of the
luminaire.

Luminaire classification according to CIE: 95
CIE flux code: 45 75 93 95 92

Luminous emittance 1:

135° 150% 165% 180° 165¢ 150% 135°
320
120° 2490 120°
160
105° 105°
90 90°
75° Fiad
60° 60°
45° 30° 15° o= 15% 30° 45°
cd/kim n=92%
Co0-Ci80 —C90-C270
Luminous emittance 1:
Glare Evaluation According to UGR
p Cailing 70 70 50 S0 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
p Floor 20 20 20 20 20 20 20 20 20 20
Room Size Viewing direction at right angles Viewing direction paraliel
x ¥ to lamp axis to lamp axis
2H 2H 20.8 21 21.2 224 27 20.5 218 209 21 224
3H | 227 239 231 24,2 246 2.1 23.2 22.5 236 240
4H | 235 24.6 23.9 25.0 254 22.6 23.7 23.0 24.1 24.5
&4 24.2 252 24.6 256 26,1 23.0 24.0 23.4 244 248
&H 245 255 25.0 259 263 231 241 235 245 24.9
1ZH 248 3.7 25.2 26,1 266 aa 24.1 23.6 245 24.9
4H a2 B3 Ny azy B#Ba 210 21 4 225 229
3H | 23.4 24.3 23.8 247 252 228 23.7 23.3 24.2 24.6
4H| 243 252 248 256 261 235 243 240 248 253
6H | 252 259 257 264 269 | 240 247 245 252 257
EH 256 26.2 26.1 267 27.3 24.2 24.8 24.7 253 25.9
12H | 259 26,5 26.4 27.0 27.6 24.2 249 248 254 259
aH 4H 245 252 25.1 257 26.3 238 24,5 24,3 25.0 255
eH | 256 261 261 266 222 | 245 250 250 256 261
8H| 261 266 266 271 277 | 47 252 253 258 64
12H | 265 27.0 27.1 27.5 282 24.9 253 25.5 259 26.5
12H 4aH 246 252 25.1 25.7 26.2 23.9 24.5 244 25.0 25.6
&H 256 261 26.2 267 272 246 251 251 256 26.2
&H 26.2 266 26.7 27.1 78 24.9 253 25.5 259 26.5
Warlation of the observer position for the luminalie distances 5
S=104 +0.1 [/ <01 +0.1 / <01
S=154 +0.2 / 0.3 402 / -04
S=2.0d +0.3 [/ -05 +0.5 / -0.8
Standard table BKO7 BKDS
Correction
Su d 1.8 -0.2
Corrected Glare Indices refaming to 8555im Total Luminous Aux
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HALA N

HALA ZA OBRADU METALA / Summary

T15.00m
480 600"*—/600—"/—\600
—_— T 60 540—
600
600 5 540
) 7 0.00
0.00 30.00 m
Height of Room: 4.000 m, Mounting Height: 4.000 m, Maintenance factor: Values in Lux, Scale 1:250
0.90
Surface p [%] E,, [IX] Enin [IX] E nax [IX] uo
Workplane / 565 382 638 0.676
Floor 20 550 332 640 0.604
Ceiling 70 165 123 799 0.745
Walls (4) 50 351 182 530 /
Workplane: UGR Lengthways- Across  to luminaire axis
Height: 0.000 m Left Wall 26 24
Grid: 64 x 32 Points Lower Wall 26 24
Boundary Zone: 0.500 m (CIE, SHR =1.00.)

llluminance Quotient (according to LG7): Walls / Working Plane: 0.623, Ceiling / Working Plane: 0.291.

Luminaire Parts List

No. Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [Im] P [W]
771 2x1200
1 40 Favourite LED luminaire with Philips Fortimo 7904 8555 56 3

Line HV4 2000Im/foot moduls with PMMA
opal diffusor (1.000)
Total: 316144 Total: 342200 2253.2

Specific connected load: 5.01 W/m? = 0.89 W/m?#*/100 Ix (Ground area: 450.00 m?)
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HALA

771 2x1200 Favourite LED luminaire with Philips Fortimo

Line HV4 2000Im/foot moduls with PMMA opal diffusor
7904 Im, 56.3 W, 1 x 1 x Forti Strip 2ft 4000lm840 FC HV4 (Correction Factor 1.000).

HALA ZA OBRADU METALA / Luminaires (coordinates list)

® @ @ @
® ©®
O, ® @ ©
@066 6 @ ® @
® G ® @) @
No Position [m]
X Y

1 1.875 1.500

2 1.875 4.500

3 1.875 7.500

4 1.875 10.500

5 1.875 13.500

6 5.625 1.500

7 5.625 4.500

8 5.625 7.500

9 5.625 10.500
10 5.625 13.500
11 9.375 1.500
12 9.375 4.500
13 9.375 7.500
14 9.375 10.500
15 9.375 13.500
16 13.125 1.500
17 13.125 4.500
18 13.125 7.500
19 13.125 10.500
20 13.125 13.500
21 16.875 1.500
22 16.875 4.500
23 16.875 7.500
24 16.875 10.500
25 16.875 13.500
26 20.625 1.500
27 20.625 4.500
28 20.625 7.500

4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000

X
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

Rotation [°]
Y

0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
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HALA

No.

29
30
31
32
33
34
35
36
37
38
39
40

20.625
20.625
24.375
24.375
24.375
24.375
24.375
28.125
28.125
28.125
28.125
28.125

HALA ZA OBRADU METALA / Luminaires (coordinates list)

Position [m]
Y
10.500

13.500
1.500
4.500
7.500

10.500

13.500
1.500
4.500
7.500

10.500

13.500

4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000
4.000

X
0.0

0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

Rotation [°]

Y
0.0

0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0
0.0

90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0
90.0

Page 6



HALA -

HALA ZA OBRADU METALA / 3D Rendering
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HALA m

HALA ZA OBRADU METALA / False Colour Rendering

0.10 87.59 175.08 262.56 350.05 437.54 525.03 612.51 700 Ix
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HALA N

HALA ZA OBRADU METALA / Workplane / Greyscale (E)

F15.00m
- 2
) ) 0.00
0.00 30.00 m
| | | | | |
420 480 540 600 Ix
Scale 1 : 250
Position of surface in room:
Working plane with 0.500 m
Boundary Zone
Marked point:
(0.500 m, 0.500 m, 0.000 m)
-
Grid: 64 x 32 Points
Eav [IX] Emin [IX] Emax [IX] uo Emin / Emax
565 382 638 0.676 0.599
Fy
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HALA

HALA ZA OBRADU METALA / Workplane / Value Chart (E)

T15.00m

4487496
477 526
500=550
501 553
509_557
501 553
508 557
485 535
458 502

534 544
565 578
592=605
594 607
599_612
594 607
599 612
574 586
538 550
501=509

555 560
588 594
613=621
618 624
622_629
617 624
622 629
508 603
560 565
520524

559 564
593 599
619=626
623 629
628_634
623 629
628 634
602 608
565 571
523531

559 565
594 599
620=626
624 629
628_635
624 629
629 634
603 608
566 570
526=532

556 562
590 596
616=621
620 625
625_631
620 625
625 629
599 605
561 567
523=528

5437544
577 577
604=605
608 607
612612
607 607
612 611
586 585
549 549
510511

505 “464
536 495
561 =521
564 522
569 527
564 522
568 526
545 501
511 472
475439

4287468
-

7 0.00

0.00

Not all calculated values could be displayed.

Position of surface in room:
Working plane with 0.500 m
Boundary Zone
Marked point:

(0.500 m, 0.500 m, 0.000 m)

Grid: 64 x 32 Points

E,, [IX]

565

Ein [1X]
382

E ax [X]

638

30.00 m

Values in Lux, Scale 1 : 250

u0 E . /E

min max

0.676 0.599
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