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Greiner Packaging / Luminaire parts list

IBV Hungaria Kft. M17/107 771 2x1200 Favourite
LED luminaire with Philips Fortimo Line HV4
2000Im/foot moduls with PMMA opal diffusor
Article No.: M17/107

Luminous flux (Luminaire): 7904 Im
Luminous flux (Lamps): 8555 Im

Luminaire Wattage: 56.3 W

Luminaire classification according to CIE: 95
CIE flux code: 45 75 93 95 92

Fitting: 1 x Forti Strip 2ft 4000lm840 FC HV4
(Correction Factor 1.000).

See our luminaire
catalog for an image of
the luminaire.
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IBV Hungaria Kft. M17/107 771 2x1200 Favourite LED luminaire with Philips Fortimo
Line HV4 2000Im/foot moduls with PMMA opal diffusor / Luminaire Data Sheet

See our luminaire catalog for an image of the
luminaire.

Luminaire classification according to CIE: 95
CIE flux code: 45 75 93 95 92

Luminous emittance 1:

135¢ 150° 165% 180° 165 150° 135°
320
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105° 105°
90° 90°
759 750
60° 60°
450 30° 15° 0° 15° 300 45°
cd/kim n=92%
C0-Ci80 —Co0 - C270
Luminous emittance 1:
Glare Evaluation According to UGR
o Calling 70 70 50 50 30 70 70 50 50 30
p Walls 50 30 50 30 30 50 30 50 30 30
o Floor 20 20 20 20 20 20 20 20 20 20
Room Size Viewing direction at right angles Viewing direction paralie!
X ¥ to lamp axis to lamp axis
2H 24| 208 221 212 24 27 | 205 2.8 200 221 224
3| 27 239 231 242 246 | 21 232 25 236 240
4H| 235 246 239 250 254 | 226 237 230 241 245
6H | 242 252 246 256 261 | 23.0 240 234 244 248
8H| 245 255 250 259 263 | 231 241 235 245 249
12H | 248 257 252 261 266 | 231 241 236 245 249
aH M| 212 23 27 27 B1| a0 21 u4 25 29
3H| 234 243 238 247 252 | 228 237 233 242 246
4H| 243 252 248 256 261 | 235 243 240 248 253
6H| 252 259 257 264 269 | 240 247 245 252 257
BH | 256 262 261 267 273 | 242 248 247 253 259
124 | 259 265 264 2720 276 | 242 249 248 254 259
8H 4H| 245 252 251 257 263 | 238 245 243 250 255
6H| 256 261 261 266 272 | 245 250 250 256 261
8H| 261 266 266 271 277 | 247 252 253 258 264
12H| 265 270 271 275 282 | 249 253 255 253 265
124 44 | 246 252 251 257 262 | 239 245 244 250 256
64 | 256 261 262 267 272 | 246 251 251 256 262
8H| 262 266 267 271 278 | 248 253 255 259 265
Varlation of the abserver posifion for the luminalre distances 5
5= 1.04 +0.1 [ -0 +01 | -0.1
=154 4+0.2 [ -0.3 402 | -04
S = 2.04 +03 [ -05 +0.5 | -0.8
Standard table BKO7 BKOS
Correction
< 1.8 0.2
Corrected Glare Indices refarring to §555im Total Luminous Fux
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LED / Summary
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Height of Room: 4.000 m, Mounting Height: 4.000 m, Maintenance factor: Values in Lux, Scale 1:500
0.80
Surface p [%] E,, [IX] Enin [X] Eax [X] u0
Workplane / 410 254 484 0.619
Floor 20 390 220 450 0.563
Ceiling 70 109 80 733 0.729
Walls (4) 50 240 115 356 /
Workplane:
Height: 0.750 m
Grid: 128 x 64 Points
Boundary Zone: 0.500 m
Illuminance Quotient (according to LG7): Walls / Working Plane: 0.580, Ceiling / Working Plane: 0.262.
Luminaire Parts List
No. Pieces Designation (Correction Factor) ® (Luminaire) [Im] @ (Lamps) [Im] P [W]
IBV Hungaria Kft. M17/107 771 2x1200
1 95 Favourite LED luminaire with Philips Fortimo 7904 8555 56.3

Line HV4 2000Im/foot moduls with PMMA
opal diffusor (1.000)
Total: 750842 Total: 812725 5351.3

Specific connected load: 3.57 W/m? = 0.87 W/m?#*100 Ix (Ground area: 1500.00 m?)
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LED / Photometric Results

Total Luminous Flux: 750842 Im

Total Load: 5351.3 W

Maintenance factor: 0.80

Boundary Zone: 0.500 m

Surface Average illuminances [Ix] Reflection factor [%] Average luminance [cd/m?]
direct indirect total

Workplane 329 81 410 / /

Floor 307 84 390 20 25

Ceiling 23 86 109 70 24

Wall 1 166 81 247 50 39

Wall 2 140 83 223 50 36

Wall 3 166 82 248 50 40

Wall 4 140 79 220 50 35

Uniformity on the working plane

uo: 0.619 (1:2)
E i/ Epay 0.525 (1:2)

lluminance Quotient (according to LG7): Walls / Working Plane: 0.580, Ceiling / Working Plane: 0.262.

Specific connected load:

3.57 W/m? = 0.87 W/m?/100 Ix (Ground area: 1500.00 m?)
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LED / 3D Rendering
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LED / False Colour Rendering

0 62.50 125 187.50 250 312.50 375 437.50 500 Ix
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LED / Workplane / Value Chart (E)

F25.00m

400 427 439 '442'440°441°439°441°437-435"439"435"433"435"433"430"425"395~
346 374 383 390 389 394 387 392 390 390 389 387 386 389 385 380 374 346
416 443 455 461 '458°457 457 4544574567452 454 454453 454"448"4417412"
365 393 402 409 407 409 408 410 409 410 407 408 407 406 404 398 393 364
401 433 441 447 446 447 447 447 4467446 444744474437 44274417435 74327399
379 406 417 424 420 421 420 419 421 421 417 420 419 418 418 413 407 377
382 409 420 425 425 428 424 426 427 424 424 422 421 424 419 416 410 379
369 396 405 411 410 414 409 410 412 410 408 407 406 409 404 401 395 367
.354 379 391 396 394 395 394 396 392 393 394 391 386 388 387 383 379 352

" 0.00
0.00 60.00 m

Values in Lux, Scale 1 : 500
Not all calculated values could be displayed.

Position of surface in room:

Working plane with 0.500 m
Boundary Zone

Marked point:

(0.500 m, 0.500 m, 0.750 m)

=
Grid: 128 x 64 Points
E,. [IX] E i [1X] E nax [IX] uo Emin / Emax
410 254 484 0.619 0.525
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